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Packaged  
coiled

SignBOX™ provides bright even illumination for standard to deep profile sign 
cabinets. The modules are mounted on flexible strips making it easy for single person 
installations. To ease installation, mounting brackets are available for use in horizontal 
and vertical configurations.

• Quick and easy installation in single or double sided cabinets
• SloanStretch – extendable wire (75 mm) feature for optimal placement
• Constant Current Technology (CCT)

Specifications
Part number 701946-CWSBL

Dimensions L × W × H 150 mm × 62 mm × 19 mm
 32 modules per 487 cm chain

Viewing angle 180°

LEDs per module 3

Modules per meter 6,5

Maximum coverage per row Can depth Coverage
 150 mm to <205 mm 255 mm
 ≥205 mm 305 mm

Operating temperature -40° C to +70° C

 Special features  Cuttable in 150 mm increments
 SloanStretch – expandable wire (75 mm)

Power per module 1,68 W

Efficacy 83 lm/W

Power capacity 32 modules per SloanLED 60 W 12 VDC power supply

Fastening Mechanical

Packaging 32 modules per chain, 1 chain per carton

Colour White (6500 K)

Lumens per module 140

Accessories Bracket P/N 400889
 Coupler P/N 400890
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SignBOX
LED lighting for standard to deep profile cabinets


